
Traffic Analysis for 512 -- NMEICT-CU-MX80

System: NMEICT-CU-MX80 in I-NOC-BHUBANESWAR-NIC-OFFICE

Maintainer: SNMP-MGMT-TEAM

Description:
ge-1/0/0 NMEICT-STATE UNI-1065-B-1G-CUTM,KHURDA(ge1/0/0)-BHU

(Gi200/0/0/10.108) 

ifType: ethernetCsmacd (6)

ifName: ge-1/0/0

Max Speed: 1000.0 Mbits/s

The statistics were last updated: Fri Sep 30 16:36:14 2022

'Daily' graph (5 Minute Average)

'Weekly' graph (30 Minute Average)
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'Monthly' graph (2 Hour Average)

'Yearly' graph (1 Day Average)
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    Throughput Out    Avg : 144.02 Mbps    Min : 4.70 Mbps     Max : 684.60 Mbps    
    Throughput In     Avg : 12.65 Mbps     Min : 379.22 Kbps    Max : 55.83 Mbps    

    Throughput Out    Avg : 162.39 Mbps    Min : 4.91 Mbps     Max : 817.95 Mbps    
    Throughput In     Avg : 13.81 Mbps     Min : 762.61 Kbps    Max : 51.55 Mbps    

 MRTG - 172.20.101.75 - GigabitEthernet4/1/0 - *** CP-13676-CENTURION UNIVERSITY -1G ***



    Throughput Out    Avg : 188.29 Mbps    Min : 4.91 Mbps     Max : 817.95 Mbps    
    Throughput In     Avg : 16.94 Mbps     Min : 674.19 Kbps    Max : 123.80 Mbps    

    Throughput Out    Avg : 130.97 Mbps    Min : 27.04 Mbps    Max : 256.75 Mbps    
    Throughput In     Avg : 14.52 Mbps     Min : 2.01 Mbps     Max : 96.15 Mbps    

 MRTG - 172.20.101.75 - GigabitEthernet4/1/0 - *** CP-13676-CENTURION UNIVERSITY -1G ***


